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Banner Assembly - Complete
TRADE Price List - J uly 2008

Post Mounted
(2 required per banner)
Code Banner Width Each £
1-9 10 -49 50+
BAN-A-0001 457mm 18.86 18.01 16.97
- BAN-A-0002 610mm 19.61 18.63 17.65
BAN-A-0003 760mm 20.31 19.30 18.28
BAN-A-0004 915mm 21.01 19.96 18.91
Wall Mounted
(2 required per banner)
Code Banner Width Each £
1-9 10 -49 50+
BAN-A-0005 457mm 18.08 17.29 16.38
BAN-A-0006 610mm 18.85 17.91 16.97
BAN-A-0007 760mm 19.55 18.58 17.59
BAN-A-0008 915mm 20.23 19.21 18.21
*Non-standard sizes available.
Component Price List
Code Description Each £
1-9 10 -49 50+
BAN-C-0007 End Bung 0.84 0.80 0.75
BAN-C-0018 Drilled Collar 0.84 0.80 0.75
BAN-C-0008 Lock Pin 1.17 1.11 1.05
BAN-B-0009 Pole 4500mm* 28.47 22.78 18.97
BAN-M-0004 Pole to suit 457mm banner 4.18 3.86 3.59
BAN-M-0002 Pole to suit 610mm banner 4.87 451 417
BAN-M-0016 Pole to suit 760mm banner 5.58 5.15 4.79
BAN-M-0006 Pole to suit 915mm banner 6.10 5.63 5.23
BAN-C-0010 Post Bracket 10.55 10.02 9.50
BAN-C-0013 Wall Bracket 10.09 9.58 9.08
BAN-C-0011 Rubber Gasket 0.65 0.61 0.58
*When calculating pole size add 62mm to banner width.
Accessories
Code Description Box Price (x100) |Each £
P&F-C-0051 Banding Tool n/a 57.42
ACC-C-0066 19mm Bucklestrap (450mm) 116.00 1.58
ACC-C-0069 19mm Bucklestrap (650mm) 158.00 2.15
ACC-C-0071 19mm Bucklestrap (1100mm) 170.00 2.32
P&F-C-0045 19mm Regular Band (30480mm) n/a 37.19
P&F-C-0044 19mm Regular Buckles (100no.) n/a 24.81
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Banner Assembly (Standard Sizes)
TRADE Price List - J uly 2008

Centrally Post Mounted

Code Banner Width Each £
» 1-9 [10-49] 50+
. % Ié ' BAN-A-0031 610mm (2 springs) 118.25( 108.39( 100.05
bt - "’4@"' BAN-A-0044 760mm (2 springs) 124.21( 113.86( 105.11
= i BAN-A-0023 915mm (2 springs) 128.26( 117.57( 108.53
E XC) BAN-A-0026 1000mm (2 springs) 133.68 122.54 113.12
[I BAN-A-0022 1220mm (2 springs) 136.85( 125.44( 115.80

*Sold per set.

Centrally Wall Mounted
/\\ 7\
bt . \\ N Y
= Code Banner Width Each £
x 1-9 [10-49] 50+
é é BAN-A-0029 610mm (2 springs) 115.03( 105.44 97.33
N oo BAN-A-0045 760mm (2 springs) 120.99( 110.92( 102.38
. ) BAN-A-0046 915mm (2 springs) 125.04 114.62( 105.81
. BAN-A-0020 1000mm (2 springs) 130.46( 119.59( 110.40
BAN-A-0027 1220mm (2 springs) 133.63 122.49( 113.08
*Sold per set.

Towel Rail Wall Mounted

Code Banner Width Each £
1-9 10-49 50+
BAN-A-0041 1500mm (2 springs) 182.31| 167.12| 154.27
BAN-A-0047 1800mm (2 springs) 24488 224.47| 207.21
BAN-A-0048 2400mm (4 springs) 296.24 271.56| 250.67
BAN-A-0049 3000mm (4 springs) 349.41] 320.30 295.65

*Sold per set.
*Prices exclude carriage & VAT.

**Non-standard size prices available upon request.

***Bracket, pole and end bungs powder coated white as standard.
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TRADE Price List - J uly 2008
Wall/Post Mounted Projecting Only

Technical Information:

This technical information has been produced to provide manufacturers
and installers with essential information to ensure safe and secure banner
installation. The information is for guidance only. No guarantee can be
made on individual banner materials.

Banner Manufacture:

For exterior applications, always use reinforced, heavy duty/premier grade
banner material. The banner should be stitch-seamed along the vertical
edges on long drops and on the pockets which will receive the poles. It is
also advisable to put grommets in the corners above and below the
pockets.

To create pole pockets, use the following formula:
outside tube diameter (OD) of banner poles is 27mm, 4 x diameter of pole + 20mm).

This should provide a satisfactory fit.

Installation:

The Bannerfix post bracket is designed to be located on lamp
columns of 76mm - 152mm diameter or similar vertical supports,
by means of regular or heavy-duty stainless steel banding or tamtorques.
(Refer to SignPost banding guides for choice of sizes and grades).
Locate the band/tamtorque to sit in the formed recesses in the bracket.

It is important that a qualified engineer assesses the column's structural
capability to withstand the additional wind-loading created by the installation
of the banner assembly.

A flat bracket option is available for wall mounted banners. Each bracket is
manufactured with 4 holes, designed to accept suitable M8 fixings.
(Not supplied).

Wind-loading Guidelines:

The following chart indicates the maximum banner area the
brackets can comfortably support and should not be exceeded.

Check the length of the projecting arm against the overall
banner length and ensure that it falls within the safe area of the graph.
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Projecting Wind Loading Guide

18.0
16.0
14.0
12.0
10.0

8.0

Banner Depth in Metres

6.0

4.0

SafeYAiea

2.0

0.0
0.20 0.30 0.40 050 0.60 0.70 0.80 0.90 1.00

Arm Length In Metres

Page 3

Bannerfix.Signscape.JULY2008PDF



|§‘ignscape

Sign Torque
TRADE Price List - J uly 2008

Sign Torque
(Without Clips)
Obsolete Product Range - Please Check Stock Status
Code Size mm : To Suit Diameter each
£
P&F-C-0029 3" (77 - 84mm) 1.14
P&F-C-0026 4" (103 - 110mm) 1.21
P&F-C-0027 5" (141 - 148mm) 1.33
P&F-C-0028 6" (153 - 160mm) 1.35
Tam Torque
(With Clips)
£ £ £
Code Size mm : To Suit Diameter Box/25 Box/50 |each
P&F-C-0039 55-70 n/a 114.90 2.68
P&F-C-0033 70 - 100 n/a 125.88 2.94
P&F-C-0034 100 - 130 n/a 133.89 3.12
P&F-C-0035 130 - 160 n/a 146.79 3.43
P&F-C-0036 130 - 190 77.40] nla 3.61
P&F-C-0037 190 - 250 85.40| n/a 3.99
P&F-C-0038 250 - 340 99.83|] n/a 4.66
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Sign Torque

TRADE Price List - J uly 2008

Multi - Torque
Stainless Steel Adjustable Banding

sjignscape

Signscape Systems Ltd

Pear Tree Works

Bath Road, Upper Langford
Bristol BS40 5DJ

Tel: +44 (0) 1934 852888

Fax: +44 (0) 1934 852816
E-mail: sales@signscape.co.uk
www.signscape.co.uk

Code £
\\muuuuu\uul"‘/;‘/ Slze = eaCh
P&F-C-0024 30 metre 72.78
Multi - Torque Connectors
Code £
Size mm Box/10 each
P&F-C-0025 150 mm 27.69 3.23
Tools
Code Description £
each
P&F-C-0031 T Bar screwdriver 8.22
P&F-C-0030 50mm driver bits 0.75
P&F-C-0032 Long reach 4.94
driver bit
P&F-C-0041 Ratchet driver 16.12
P&F-C-0050 Bit & socket for ratchet driver 3.01

*Prices exclude carriage & VAT.

Discounts not applicable

For more information please call our sales team
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